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Technomate 
TM-2200 SUPER
Technomate keeps the price down for this superb 
update of its DiSEqC mount

About a year ago What Satellite & Digital TV tested 
Technomate’s TM-2100A motorised DiSEqC 
mount and found it to be well worth the £59 

asking price. 
Now Technomate has produced a new model, the TM-

2200, which improves on the old but keeps the same price.
The main diff erence between the TM-2100A and the 

TM-2200 is the speed it moves the dish. We criticised the 
TM21000A for being a bit slow so Technomate has 
developed this souped-up version. 

It’s a DiSEqC 1.2 mount with compatibility with 
‘GOTO X’ commands too – that means it should 
operate with most USALS receivers to give 
automatic location of the satellites.

The spindle on the TM-2200 that 
holds the dish hangs under the motor 
unit – diff erent from the ‘conventional’ 
DiSEqC motors, which have the pole 
sticking upwards. This ‘upside-down’ 
layout is probably better, as it makes for a 
more compact and stable arrangement.

The connections to receiver and LNB are also 
underneath, where they are better protected from the 
elements. Although rubber ‘boots’ are provided to 
waterproof these connections, they are not that eff ective 
and unlikely to last as the motor itself. Unfortunately, 
wrapping the connections with self-amalgamating tape is 
not easy because they are close together and obscured by 
the fl anges in the casing that engage with the boots.

Air of quality
The dish clamps to the motorised spindle using its own 
mount (intended for a fi xed pole attached to the wall). The 
motorised spindle is about 20cm long and 25mm in 
diameter so it will take most mounts; you aren’t limited to a 
particular make or range of dish. Indeed, the TM-2200 is 
ideal to motorise an old dish previously set up as a fi xed 
antenna.

The bottom of the spindle is fl ared slightly to give a 
fl ange that prevents a dish from falling off  the bottom 
when its U-bolt clamps are loosened for adjustment.

Technomate reckons that the TM-2200 will handle 
dishes up to 1.2m in size, but we would be nervous about 
fi tting such a large dish to this motor (or most others) 
unless it was in an exceptionally sheltered position.

The whole motor is beautifully made, with a real air of 
quality about it. Whereas many of the cheap Eastern 
European DiSEqC motors that appeared a few years back 
were made with cases (and even gears) of plastic, the TM-
2200 is aluminium all over. It’s solid and heavy and should 
see service for many years.

The mounting clamps are in galvanised steel, and these 
fi x the motor to an upright pole – possibly the mounting 

Rating
PLUS
■ Well-made and reliable in 
operation 
■ Good installation aids

MINUS
■ Diffi  cult to waterproof 
connections

Build ★★★★★★★★★★
Setup ★★★★★★★★★★
Performance ★★★★★★★★★★
Ease of use ★★★★★★★★★★
Value ★★★★★★★★★★

Verdict

88%

Features
Product: Technomate TM-2200 
Super
Price: £59
Features: DiSEqC 1.2 and GOTO X 
compatible, manual motor control, 
DiSEqC command indicator, 
hardware and software limits, 150° 
east-west range, 60 satellite positions

pole for the fi xed dish that you are 
motorising. The main motor body 

hinges in the mounting brackets to adjust 
the elevation according to your latitude (easy-

to-read graduations are marked on the bracket). 
The U-bolt clamps for the pole adjust the azimuth to 

point the motor due South (a line on the spindle helps 
to ensure that the dish is mounted correctly).

Aligning a DiSEqC motor is never quite as simple as you 
might like, but the TM-2200 has several aids to installation. 
A green light shows that the LNB’s power supply is 
reaching the motor and this blinks in orange when a 
DiSEqC command is received. It also shows constant 
orange when the motor cannot move the dish (adjustable 
east and west limits are fi tted to the base of the motor).

A button (protected by rubber seals) enables the motor 
to be turned without commands from the receiver (power 
is still required, of course). It can be driven continuously or 
in single steps east or west. This is a real boon as the mount 
alignment is tweaked to exactly fi t the whole satellite arc.

There’s also a reset button that is used to zero the dish 
and restore the unit’s built-in table of satellite positions for 
26 major European and Middle Eastern satellites.

In operation, Technomate reckons the motor can 
manage speeds of 1.9in/s with a 13V supply or 2.5in/s with 
an 18V supply (vertical and horizontal polarities 
respectively). Our tests certainly confi rmed this. Moving 
from Hot Bird (13°E) to Astra 2 (28.2°E) took the TM-2200 
about six seconds (at 18V), whereas the old TM-21000A 
took about 7.5 seconds to complete the same distance.

Saving a second-and-a-half is unlikely to change your 
life (or your TV habits) but it is nevertheless a 20 per cent 
improvement and it’s remarkable how long those seconds 
seem when you are staring at a blank screen.

Although the TM-2200 is still not enormously fast, no 
DiSEqC motor is – and this is an excellent motor in all other 
respects. Well-made, comparatively easy to install, quiet in 
operation, reliable, and reasonably priced, the TM-2200 
makes an excellent choice ■ Geoff  Bains
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